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Abstract- System on Chip (SoC) designs use low power techniques to enable support for power management required in 

today’s electronic products, from mobile devices to servers and networking. Due to the nature of low power design 

architectures and behavior, verification and signoff for low power designs are getting further challenging as compared to 

always-on designs. This paper will take you to the journey of low power design checks, methodology recommendations, 

challenges and bug finding case studies of complex graphics SoC. Static low power checks are designed to verify low power 

architectures and capturing some of the critical issues early in the design phase to improve efficiency.  

 

Abbreviations used: System on Chip (SoC), Unified Power Format (UPF), Structural Design (SD), Machine Learning Root 

Cause Analysis (MLRCA), Low Power (LP), Tool Command Language (Tcl), Hardware Descriptive Language (HDL), 

Power State Table (PST), Always On (AON), Intellectual Property (IP) 

 

I.   INTRODUCTION 
 

Power density on a system on chip (SoC) is increasing with every new process node due to shrinking geometries and 

an increase in design frequencies. Form-factor limited chips are becoming thermally constrained, calling for aggressive 

power reduction techniques. Every new generation of SoCs is adding more and more features and demanding more 

performance that needs to be met under aggressive schedules to remain competitive in the ever-changing 

consumer/technology market. Enabling early capture of power intent is therefore critical for complex low power SoCs. 

With this advancement in the technology, low-power designs and its verification is becoming more complex. Today’s 

chips have multiple power domains each having multiple operating power modes and dynamically changing voltage 

levels.  

 

A. Motivation 

UPF based Low power verification is now industry standard and mandatory part in the design verification and 

implementation flow. Hence static and dynamic verification have become attractive topics to the low power 

verification community in recent years. Specifically, several papers have been published in the last few years 

(2015-17), focusing on verification methodologies, assertions and LP coverage functionalities based on UPF and 

HDL objects [3], [4], and [6]. 

 

In this paper, we are motivated with the objective to capture bugs as early as possible in SoC product cycle. We 

demonstrate various scenarios with case studies and real examples that are incorporated and executed through LP 

static and dynamic verification tools. We further hope that the proposed methods, tips and experimental results 

from our studies will diagnose and catch bugs for foolproof silicon sign off resulting in a bug free silicon from low 

power prospective. 

 

B. Organization of Paper 

This paper is organized in the following structure. All the basic concepts of UPF, constructs and specifications as 

per LRM are described briefly in Section II. In Section III, we have captured every possible cause that can be a 

suspect for bug at SoC in terms of low power. This section explains all the investigation, diagnosis and resolution 

provided for low power silicon sign off in complex graphics SoC. The final Sections IV shows the prospect of 

further research and shares concluding remarks. References are shown at the end. 

 

 

II. POWER INTENT SPECIFICATION AND BASIC CONCEPTS OF UPF 

 

 IEEE Std 1801™-2018 [1] Unified Power Format (UPF) allows designers to specify the power intent of the design. It 

is based on Tcl and provides concepts and commands which are necessary to describe the power management 

requirements for IPs or complete SoCs. A power intent specification in UPF is used throughout the design flow; 



 

 

however, it may be refined at various steps in the design cycle. Some of the important concepts and terminology used 

in power intent specification are the following:  

 

 • Power domain: A collection of HDL module instances and/or library cells that are treated as a group for power 

management purposes. The instances of a power domain typically, but do not always, share a primary supply set and 

typically are all in the same power state at a given time. This group of instances is referred to as the extent of a power 

domain. 

 • Power state: The state of a supply net, supply port, supply set, or power domain. It is an abstract representation of 

the voltage and current characteristics of a power supply, and an abstract representation of the operating mode of the 

elements of a power domain or of a module instance (e.g., on, off, sleep).  

• Isolation Cell: An instance that passes logic values during normal mode operation and clamps its output to some 

specified logic value when a control signal is asserted. It is required when the driving logic supply is switched off 

while the receiving logic supply is still on.  

• Level Shifter: An instance that translates signal values from an input voltage swing to a different output voltage 

swing.  

• Retention: Enhanced functionality associated with selected sequential elements or a memory such that memory 

values can be preserved during the power-down state of the primary supplies. 

• PST: Power State Table defines the supply crossing relationships between each supply net in the design as defined by 
IEEE Unified Power Format (UPF) specification. 

 

 

III. CHALLENGES FOR LOW POWER VERIFICATION AT SoC LEVEL 

 

This paper will take you to the journey of low power design checks, methodology recommendations, challenges and 

bug finding case studies of complex graphics SoC. Static low power checks are designed to verify low power 

architectures and capturing some of the critical issues early in the design phase to improve efficiency. The various 

challenges faced while doing low power silicon sign off along with their investigation, diagnosis and resolution are 

explained in further bullet points as below: 

  

• Address un-intended redundant isolation strategies causing functional failures: 

 

While integrating IPs at SoC, multiple third-party IPs come into existence which comes with their multiple power 

levels, power domains and their respective isolation/level shifter strategies. However, at SoC power supplies are 

significantly different and at times we have shorted two or multiple supplies to one. Hence the strategies like isolation 

or level shifter which were already at IP level became redundant at SoC level. We had potential functional failures due 

to redundant isolation strategies getting placed between AON to AON blocking the functional data due to clamp value.  

 

                      For identifying such issues, as represented in Figure 1, we have check at static level which can show if 

the data is getting blocked or getting passed without any corruption. After identification of such issues with the help of 

static check, we took care of below points:  

 

1. Cross checked design functionality for redundant level shifter strategies and if they were having same 

voltages, then such cases can be ignored and provided waivers for them. 

2. For isolation strategies we saw if the data signal which was getting propagated was not getting blocked, 

thereby assuring correct isolation enable signals in isolation strategies placed. 

 



 

 

 
 

 

 

Thus, by taking care of these we avoided any silicon failures while integrating third-party IPs at SoC level and 

avoiding any fatal scenarios. 

 

• Isolation strategies with clamp value mismatch due to tied data input or incorrect cell mapping: 

 

Isolation strategies are placed while moving from OFF to ON domains. At times we may encounter some situations 

where the data is already tied to a constant value, so at these instances the clamp value associated with isolation 

strategies should match with constant tied data input. Other scenario to take care while writing isolation strategy is the 

mapping cell associated with the clamp value. There may be a mistake while using an OR/AND type isolations cells 

getting associated with 0/1. This can cause a high current condition and produce unpredictable behavior. Low power 

static checks captured these types of issues in our design as represented in Figure 2. 

 

 

 

 

 

 

 

 

 

Figure1: Redundant isolation/level shifter strategies 



 

 

 
 

Figure 2: Iso clamp value mismatch flow 

 

 

• Consideration of low power isolation specifications (ISO specs) as constraints to static verification:  

 

Low Power specifications can be subject to error in translation and interpretation. One such area of concern involves 

Isolation Enables, their sense, and their relation to power supplies and PST states. For example, if Isolation Enable E1 

is related to supply I1, then we can make the following constraints: 

 

– If E1 is active (clamping), then I1 is guaranteed to be OFF 

– If E1 is inactive (transparent), then I1 is guaranteed to be ON  

 

We can statically catch issues where an Isolation Enable/Gate allows corrupt data to pass from OFF->ON domains or 

blocks valid data from ON->ON domains, based on the given PST combinations. Figure 3 shows the state tables and 

isolation enable gate combinations which can cause violations. 

 

1. ALLOW error: ISO Enable allows OFF->ON corrupted data to pass 

In State B, since I1 is on, E1 is known to be transparent (inactive). But the isolation allows the X on I2 to be 

transmitted to OUT, which causes an electrical error on both the isolation gate and the sink. 

 

2. BLOCK error: ISO Enable blocks data ON->ON 

In State B, since I1 is off, E1 is known to be clamping. But the source and sink are on, so any valid data which is 

transmitted will be blocked. 
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State I1 I2 OUT 

State A Off Off On 

State B On  Off On 

 

Figure 3: State relationship for ALLOW and BLOCK error 

 

Such type of block and allow violations in isolation strategies were captured in our SoC run by static checks. This 

mainly prevented the silicon bugs of propagating X or blocking the actual data. As a resolution we investigated 

different scenarios of errors and then modified the strategies, or the associated isolation signal respectively as shown in 

Figure 4. 

 

 

 
 

Figure 4: Iso spec checker 

State I1 I2 OUT 

State A Off Off On 

State B Off On On 



 

 

 

 

• Power State Tables (PST) Consistency checks between SoC and Hard IPs:  

 

Power State Table defines the supply crossing relationships between each supply net in the design as 

defined by IEEE Unified Power Format (UPF) specification. It defines the legal low power state space : 

 

1) Defines values for each of the supply net/port in design 

2) Establishes the relationship among supply nets/ports 

 

PSTs are the golden reference for low power static verification tools and hence accuracy and consistency of 

PSTs across all hierarchies of the design is key to delivering a structurally and functionally clean design. 

SoC power architecture dictates a top-level supply crossing specification based on power sequencing and 

supply crossing interactions. IPs define a PST in their UPF that defines the supply crossing relationships 

defined by IP architecture for the specific supplies that exist in the IP. These supplies eventually map to SoC 

defined supplies and it is important that the IP stays aligned with the SOC supply crossing assumptions to 

deliver a functional SoC. 

 

          If there is a mismatch between IP and SOC supply crossing assumptions, then it can be a potential 

functional or reliability issue. In case of SIPs (Soft-IPs), the internals are exposed to low power static 

verification tools in the SOC. This ensures we check for any missing isolations and level shifters in the IP 

design based on the SOC power crossing assumptions. However, in case of HIPs (Hard-IPs) or Analog-IPs, 

the internals are black boxed for low power static verification and hence the SOC is agnostic to the HIP 

power crossing assumptions and the implementation of isolation and level shifters in HIP design. If the HIP 

power crossing assumptions are different than that of the SOC, then this could be a potential bug in silicon. 

Such functional issues could be caught by functional validation but is limited by coverage. Reliability issues 

will never be caught. 

 

            Standard IPs internals are exposed to SoC low power static verification tools and hence the power 

crossing assumptions are verified. However, Hard IPs/Analog IPs are black boxed and if the power crossing 

assumptions don’t match that of the SoC, there could be a potential bug in silicon. If SoC contains more PST 

states than hard IPs used, it may result in missing LS or ISO strategies in the HIPs and eventually silicon 

bug. We have captured such scenarios by in house script as shown in Figure 5. By capturing such issues, we 

informed IP teams about the cases and then action was taken by IP team to modify the PST states of IPs. 

However, in case of IPs having superset of PST then SoC there was no issue and such cases can be ignored 

as the same IP would be getting used in multiple SoCs. Hard IPs are black boxed for low power static 

verification in the SoC. Hence the power crossing assumptions and the implementation of level shifters and 

isolations internal to the HIP are not verified in the SoC. If the Hard IP power crossing assumptions do not 

match that of SoC power architecture, there could be a bug in silicon. This is a known MPP methodology 

gap. This check covers this methodology gap by comparing the Hard IP PST assumptions against the SOC 

power crossing assumptions and is useful for future generation of products. The assumption is that the Hard 

IPs verify their internal crossings using the top-level PST in their UPFs. 
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Figure 5: PST consistency check 

 

 

 

• Intercepting early bug fixes before structural design feedbacks: 

 

We have fixed issues by performing low power static checks on basic synthesized netlist so that we can catch issues 

before SD. This has helped in reducing cycle time of SoC as any violation which would have been captured post 

synthesis got caught earlier. We also checked for cells getting correctly mapped to proper level shifter and isolation 

cells through the static checks. 

 

Figure 6 represents the flow which we follow for fixing bugs at synthesized netlist taking in consideration SD feedback 

and thus capturing all the violation early in design cycle. 

 

 



 

 

 
 

Figure 6: Early bug fixes at synthesized netlist 

 

• Applying Machine Learning Root Cause Analysis (MLRCA) techniques: 

 

Design complexities are continuing to grow exponentially. This has increased the volume of static checks reports in 

huge number of violations depending on design behavior. Manually debugging the violations is challenging, time-

consuming, requires expertise and domain knowledge. We have taken advantage of Artificial intelligence-based debug 

techniques for clustering the static checks violations into specific groups known as clusters. These clusters or smart 

groups are based on grouping the violations which are having same characteristics. After the group creation, the static 

check preforms RCA algorithm and tries to club root cause, effect violations together and generates RCA based cluster. 

This is done by unsupervised machine learning algorithm as shown in Figure 7. At the end of this process we get debug 

clusters with a cause violation. When we fix the cause violations, the effect violations automatically get impacted and 

we have reduced number of violations. 

   As a result, we get 90% reduction in the number of tags to review. We also get the priority/rank of the cluster which 

needs to be fixed first which eventually improves the overall debug productivity. Below snapshot shows the ease of 

debugging violations when we use RCA clustering technique. Here, first we investigated the DEBUG clusters made by 

the static checker and then their specified cause which had the elaborated reason code defined in it. 

 



 

 

 
 

Figure 7: Applying MLRCA techniques for verification 

 

 

• Legal Power State Table (PST) roll up for SoC: 

 

Low power verification gets more and more intricated due to PST complexities as hundreds of thousands of states (2ⁿ, 

n is number of supplies) needs to be with correct strategies for final sign-off. To ensure that we have used internal 

utility for comprehensive legal power state tables from leaf level child UPFs (partition/block level) and then at top 

level UPF (SoC). This utility helped us to capture all the realistic combination as SoC level. Thus, all the static 

verification was done with the correct set of PST reference so that we may not miss out any actual scenario coming at 

silicon.  
 

• Assertions for exhaustive verification: 

 

We have used dynamic verification technique of assertions for cases like redundant isolations, ignored strategies, etc. 

in our SoC run. This ensured us to double check any violations coming in static checks. We have created assertion     

w. r. t.  critical scenarios for which on some design functionality waiver was provided by the designer. Just to make 

sure we don’t miss out any other combination apart from the given waived condition, we took help of dynamic 

verification tool. We provided the stimuli with all possible scenarios and checked for any assertion getting failed at 

SoC level. This whole activity of assertion insertion in dynamic verification tool reduced the cycle time to catch bugs 

early in flow. 



 

 

 

 

• UPF constructs compatibility while moving from UPF 1.0 to 2.x: 

 

Since in our SoC multiple third-party IPs and internal IPs were integrated the challenge was to have compatibility 

between different UPF constructs on various versions. We came with a solution of fixing the UPF version at SoC level 

and ported the UPF coming from IPs in different versions to the same along with the modifications in UPF constructs. 

After these modifications we ran an internal script to ensure the UPF was good syntactically and semantically. With 

that confirmation we ran static check at SoC level to capture any violations made while doing modifications. This 

ensured the accuracy of UPF in all aspect. 

 

IV. FUTURE RESEARCH AND CONCLUDING REMARKS  

In this paper, we have shown the challenges we faced while doing low power silicon sign off at SoC level. We have 

analyzed the scenarios which can possibly result in any silicon failure. Following are the key takeaways of the paper: 

• With the mentioned tips we have increased the efficiency of verification to a great extent. We captured many 

issues which may have resulted into a silicon bug. 

• We gave feedback to IP teams regarding PST coverage issues and upf constructs thereby maintaining perfection 

at IP level as well. 

• The application of MLRCA techniques greatly reduced our time in debugging the scenarios and concluding the 

violations. 

• While running static checks at light synthesized netlist helped us in reducing the feedback coming from BE 

team and going into loop for debug. 

• These techniques help to capture the bugs early in cycle and hence reduce the project cycle time. 

 

We recommend these tips and tricks to be followed while doing low power verification. Further research is required 

to completely automate these techniques in a streamline manner so that while running as single static tool we can 

capture all the possible cases. In addition, further research is also required on the exhaustive dynamic verification 

process so that we may not miss out any possible cases coming at silicon.  

 

REFERENCES 

[1] IEEE 1801-2018 - IEEE Standard for Design and Verification of Low-Power, Energy-Aware Electronic Systems 
[2] P. Khondkar, “Low-Power Design and Power-Aware Verification”, Springer, October, 2017. 

[3] Design Automation Standards Committee of the IEEE Computer Society, “IEEE Standard for Design and Verification of Low-Power, 

Energy-Aware Electronic Systems”, IEEE Std 1801-2015, 5 December 2015. 

[4] S, Wei Tu, T. Lin, A. Feng, C.Y. Ping, “UPF Code Coverage and Corresponding Power Domain Hierarchical Tree for Debugging”, 

DVCon 2015. 
[5] R. Koster, S. H. Prasad and S. Ramachandra,"Failing to fail - achieving success in advanced low power design using UPF," 2014 

IEEE/ACM International Symposium on Low Power Electronics and Design (ISLPED), La Jolla, CA, 2014, pp. 137-138 

[6] R. Mukherjee, A. Srivastava and S. Bailey, “Static and formal verification of power aware design at the RTL using UPF”, Mentor Graphics® 
White Paper, Design & Verification Conference & Exibition (DVCon 2008), San Jose CA, in press 

[7] C.C Hsu and C. H. -. Wen, "Speeding up power verification by merging equivalent power domains in RTL design with UPF," 2017 

Interna tional Test Conference in Asia (ITC-Asia), Taipei, 2017, pp. 168-173. 
[8] Accellera System Initiatives, “Unified Coverage Interoperability Standard (UCIS)”, Version 1.0 June 2, 2012. 

 


